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PRODUCT DATA 1610 - X1 MULTI-PURPOSE SPRAY  
 
  
 

DESCRIPTION 
1610 X1 eXcellent Multi-Purpose spray is a general purpose lubrication fluid that protects and 
cleans metal and plastic parts. The X1 eXcellent Multi-Purpose spray is reinforced with 
BoroTecX™, an excellent penetrating fluid with anti-corrosive and water repellent and 
displacing properties. It leaves a protective film layer after use. X1 eXcellent Multi-Purpose 
spray is H1 compliant, and approved for incidental food contact. 

 
MAIN PROPERTIES 
Good penetrating and lubricating properties - stops squeaking - creeping properties - water 
repellent - corrosion preventive - protects, cleans and degreases - does not contain silicon - 
dissolves grease, tar, oil and adhesives. 

 
RECOMMENDED USES 
Lubricating cables, chains, locks, switches and contacts - protection of metal surfaces against 
rust - removes oil, grease, wax, and leaves a protection film after cleaning - protection of 
electrical terminals from moisture and corrosion - displaces water in automotive ignition 
circuits and contacts - free-loosen rusted parts - will helps to remove adhesive labels – can be 
used as stainless steel cleaner . 

 
TECHNICAL DATA 
Appearance: Transparent 
Colour: Transparent 
Operating temperature: -30°C to +145°C. 

 
SURFACE PREPARATION 
Ensure electrical equipment is isolated and check surfaces for compatibility prior to 
application. Clean and remove old lubricant from components prior to application. 

 
DIRECTION FOR USE 
Shake aerosol before use. Spray a light film onto surface from 20 to 30 cm. Do not over apply.  

 
APPLICATION CONDITIONS 
Apply at temperatures between 5° and 35°C. 

 
SAFETY 
Consult Safety Data Sheet and Safety Information printed on the can. 

 
SHELLIFE / STORAGE CONDITIONS 
3 years from date of production in unopened cans, if stored in dry, well ventilated areas, not in 
direct sunlight at temperatures between 5° and 35°C. 
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